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Tenon™
Single Handle 

Pulldown Prep/Bar Faucet 

Models: S64001 series 

NOTE: THIS FAUCET IS DESIGNED TO BE INSTALLED
" mm

FAUCET DESCRIPTION

and secure docking
• PowerBoost technology provides boosted water performance with the push of a button

• DuraLock™ Quick connect installation
• Pulldown spray with 68" braided hose  

pots while pulldown wand provides the maneuverability for cleaning or rinsing
• 360˚ rotating spout 
OPERATION
• Lever style teak wood handle; Metal secondary handle lever option included
• Temperature controlled by 100˚ arc of handle travel
• Operates with less than 5 lbs. o�orce
• Operates in stream or spray mode in the pulldown or retracted position
• Secondary metal lever handle option included
• Four Function spary wand: Stream, Spary, Boosted Stream and Booster Spray

FLOW
• Flow is limited to 1.5 gpm (5.7 L/min) at 60 psi
CARTRIDGE
• 1255™ Duralast™ cartridge
STANDARDS

requirements therein including NSF 61/9G & 372
• Meets CalGreen and Georgia SB370 requirements
• Complies with California Proposition 65 and  with the Federal Safe Drinking

Water Act

• ADA for lever handle 

WARRANTY
• Lif

original homeowner
• 10 year limited warranty when used in a multifamily installation
• 5 year limited warranty when used in a commercial installation
Visit www.moen.com/support for complete details and limitations
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•  Faucet designed for handle to be mounted on the right side.

SPECIFICATIONS


